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Grassy surface:	 33 %

Run-off 
coefficient - Cd:

0.19 (with appropriate 
draining substrate) 30
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Thickness:	 9 cm

Weight:	 144 kg/m2 (with open laying)

Colours:

The Erborella module, consisting of large dimensions 
perforated blocks allows to realize a continuous paving 
suitable for parking vehicles, acting as a carrying structure 
for the green carpet that can develop through the holes 
drilled in the blocks and between adjacent blocks. Thanks 
to these characteristics, it is particularly suitable for the 
construction of grass floors for parking areas and/or parks. 
We recommend use only in parking areas and not traveling.

Slow traffic of cars only, parking areas in car parks, courtyards 
of private homes.
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TECHNICAL CHARACTERISTICS with which Erborella complies

Average density:	 ≥ 2200 kg/m3

Water absorption:	 Wa ≤ 6% 
Drilling percentage:	 33%

Sizes cm:
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TEXTURES OF LAYING

ITEMS SPECIFICATIONS

LAYING RECOMMENDATIONS

Grass grid composed of prefabricated blocks in double concrete 
layer, polygonal in shape, part of a square of 300 mm per side, 90 mm 
thick.
The blocks must have within their configuration two through 
rectangular holes, parallel to each other, measuring 150x50 mm; 
once placed side by side, between the blocks themselves, other 4 
cavities will be formed along the perimeter, one on each side, of a 
polygonal shape measuring 150x50 mm.
The through holes (drilling percentage equal to 33%) plus those 
formed by juxtaposing plates form a continuous mesh and are 
suitable for planting a grassy meadow. The end result is a trafficable 
grassy pavement, functional for parking areas for light vehicles.

Said grids will be placed on an adequate load-bearing and draining 
substrate, interposing a laying overlay of granite sand.
A slight compaction is carried out, then the holes are clogged with a 
mixture of vegetable soil and finely crushed stone; in the end the turf 
is sown.
In laying the grass grid, in order to obtain the right compactness of 
the flooring and at the same time the draining capacity, compliance 
with the suggested mixture for filling the holes is decisive: gravel 2-5 
mm or mixture for grassy covering (50% sand, 30% peat, 20% topsoil).
In order to maintain an appropriate grassy covering, we recommend 
to provide an irrigation system.

CLOSED LAYING (12.5 pcs / sqm) OPEN LAYING (11 pcs / sqm)
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